* 1/4" THICK STRIKER PLATES INSTALLED ON THE TANK INTERIOR BOTTOM UNDER EACH OPENING IN ACCORDANCE WITH STEEL TANK INSTITUTE

* ALL OPENINGS INSTALLED WITH DI-ELECTRIC BUSHINGS OR SPOOL FLANGES AND FLANGE ISOLATION KITS IN ACCORDANCE WITH STEEL TANK INSTITUTE julm Steel
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hii THIS TANK DESIGNED FOR MAXIMUM BURIAL DEPTH OF 5 FEET (GRADE TO TOP OF TANK) WITH APPROVED BACKFILL MATERIAL b

2 1/2° FNPT AITIING WITH 2 1/2x2 STI DIELECTRIC§§
BUSHING (INTERSTITIAL LEAK MONITOR OPENING) S
!

e
’12" |-18" 18" 17" | 157 [[=—28"—] 13" | 13" | 13" | 13"
L 01 o 1 0 sonpa o
(<) (L) (<] (L) (L) (<)
1<) © 02 © "’Z [LR=1 © [LR=1
| 2¢ 2¢ 2 2g | B ogg 2g 3 |
Q [=] [=3 o o Q
58 58 8 se | g 58 od sl | G,
g g 2 2 I 8 a a
| &: £¢ £y &S | £y £S5 £°5 & |
= % s 1 P I3 EJR R T S
| P " R T ®2 PP Pe
| o in in | in in [7:) |
I I I
I | |
I I
:\5 X 6.7 CHANNEL I I
| I |
| | 12" x 12" x %" |
| 5" x %" FLATBAR STIFFENER ROLLED TO | STRIKER PLATE |
J 96" 0.D. THE HARD WAY ‘] (6 TYP) |
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160" PRIMARY TANK 96" PRIMARY DIA
166" SECONDARY TANK 97" SECONDARY TANK
CUSTOMER APPROVAL SIGNATURE /DATE: 5000 GALLON ACT 100 D/W UNDER GROUND TANK !hlsrwmﬁm
SURFACE PRE’ARATION7COATING INFORMATION: MATERIAL /CONSTRUCTION/ LABELING INFORMATION: -
INTERIOR SURFACES:  N/A MATERIAL: CARBON STEEL (ASTM A 36, ASTM A 635 OR ASTM A 569)
EXTERIOR SURFACES: SSPC—SP—6 COMMERCIAL BLAST CLEAN MATERIAL THICKNESS: PRI TANK: 10 GA (ROARK MIN .123 W/STIFFNER) PRI HEADS: 1/4"
100 mils MINIMUM STEEL TANK INSTITUTE APPROVED FIBERGLASS SECONDARY SHELL: 10 GA SECONDARY HEAD: 1/4”
REINFORCED POLYESTER RESIN COATING (REICHHOLD CHEMICALS CONSTRUCTION IN ACCORDANCE WITH UNDERWRITERS LABORATORIES UL—58 STANDARD FOR
33-402/33-404 POLYESTER RESIN AND PPG FIBERGLASS ROVING) STEEL UNDERGROUND TANKS FOR FLAMMABLE AND COMBUSTIBLE LIQUIDS AND STEEL TANK
ngSETEI'II:ULEN [;\é:gc—rggl?ngg%ﬂR%Eo#\ NFKOSR EXTERNAL CORROSION PROTECTION OF FRP COMPOSITE | 5.0 po 1970 SOoasB0R0, NG 27533
) PHONE: (919)751-1791  FAX: (919)751-8186
QUANTITY: ONE (1) REQUIRED LABELING/MARKING: UNDERWRITERS LABORATORIES UL-58
WEIGHT: 9,250 lbs + 5% /_STEEL TANK INSTTUTE ACT—100 / G.l. NAMEPLATE |




